
Application Initial Pressure Drop

Product Code

◎ Material: Melt-blown micro-denier Polyester fiber
◎ Micron Ratings: 0.2, 0.45, 1, 5, 10, 20, 50 Micron
◎ Length: 9.87”,10”,20”,30”,40”
◎ Inner diameter/ Outer diameter: 28 mm / 69 mm，28 mm / 83 mm

Operating Condition
◎ Maximum operating forward pressure:  95℃：1.4 kg/cm²  60℃：2.8 kg/cm²  20℃：4.9 kg/cm²
◎ Recommended replaceable pressure drop:  2.5 kg/cm²
◎ Maximum operating temperature:  95°C
◎ Filtration Area: 0.55m2 (10”)
◎ Sterilization:  121C, 30min 10 times

◇ Pre-filter of membrane cartridge
◇ Cleaning Process
◇ Pre-filter of DI water filtration
◇ Cooling water system (PCW)
◇ Clarification of beer or beverage manufacture
◇ Medium & low viscosity fluids of chemical

AR Series Pleated Filter Cartridge

◇ Double-layers structure, absolute efficiency filter (Absolute rating 99.9%)
◇ Low pressure drop, high capacity of dust and long service life
◇ 100% PP for compatibility with a wide range of process fluids
◇ Manufacture in clean room, high clean cartridge
◇ End caps and connectors sealed by thermal bond, free of binder
◇ Certificated by USP XXIII and FDA CFR Title 21
◇ Pre-flush with 18 Megohm-cm DI water, TOC content is lower than 40PPb

Features

Specification

Length Pre-wet

1: 10”

2: 20”

3: 30”

4: 40”

*Customized

  Length (mm)

Micron Rating

0200: 0.2um
0045: 0.45um
0100: 1um
0500: 5um
1000: 10um
2000: 20um
5000: 50um

Gasket

No symbol:
No Gasket

E : EPDM

N : Buna N

S : Silicone

V : Viton

T : Teflon
     Encapsluated
     Viton

Ending Cap

No Symbol=DOE
F: DOE
0: 222 Flat
5: 222 Fin
6: 226 Flat
7: 226 Fin

A: Non Pre-wet
B: Pre-wet


